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G41H
Handheld Thermal Camera
HIKMICRO G41H handheld thermal camera is specially designed for temperature measurement. It’s equipped with
a 480 × 360 resolution thermal detector. It helps the staff to quickly find the high-temperature targets in the
environment. Meanwhile, it provides assistance with decisions and ensures safety. The device is mainly applied to
various industries, such as Building, Electrical utilities, oil and gas industry, etc.
Key Feature
● High sensitivity thermal module with 480 × 360 resolution
● Supports multiple palettes
● High quality optical module with 8 MP resolution
● Bi-spectrum image fusion, picture-in-picture preview
● Wide temperature measurement range: -20°C to 2000°C
● High temperature measurement accuracy: Up to ± 2°C, ± 2%
● High-calibre 800 × 480 resolution 4.3'' LCD touch display
● Long-distance laser light supplement for thermography targets
● LED light supplement makes the device a torch in required scenarios
● Supports 1.0x to 8.0x continuous digital zoom





 Specification
Infrared Image
IR Resolution 480 x 360 (172,800 pixels)
SuperIR 960 x 720 (691,200 pixels)
NETD < 35 mK (@ 25 °C, F#=1.0)
Image Frequency 50 Hz
Detector Pitch 17 μm
Spectral Range 7.5 to 14 μm
Focal Length 25 mm
F-number F 1.0
Field of View (FOV) 18.7° × 14°
Spatial Resolution (IFOV) 0.68 mrad
Min. Focus Distance 0.3 m (0.98 ft)
Focus Mode Laser Assisted AF/Continuous AF/AF/Manual Focus/Touch AF
Focus Speed Approx. 2 second
Image Display
Visual Camera 3264 × 2448 (8 MP)
Display 800 × 480 Resolution, 4.3" LCD Touch Screen
Screen Brightness Manual/Auto
Digital Zoom 1.x to 8.x continuous
Color Palettes White Hot, Black Hot, Rainbow, Ironbow, Red Hot, Fusion, Rain, Blue Red
Focus Mode Palette Above/Below/Interval
Color Alarm Above/Below/Interval/Insulation/Condensation
Image Modes Infrared/Visual/Fusion/PIP/Blending
Measurement and Analysis
Object Temperature Range -20 °C to 2000 °C (-4 °F to 3632 °F)
Accuracy Max (±2°C/3.6°F, ±2%)
Measurement Tools Center Spot, Hot Spot, Cold Spot
User-definable: Delta T, 10 spots, 1 line, 5 rectangles, and 5 circle
Level and Span Mode Auto/Manual/1-Tap Touch-screen
Inspection Route Yes
Data Storage and Communication
Storage Media Removable 64 GB Micro SD Card
Image Storage Capacity Approx. 60,000 Images
Annotations Voice note: max. 60 seconds;
Text note: max. 200 characters
Video Storage Capacity Approx. 54 hours
Video File Format MP4 video
and radiometric video
Image Format Radiometric JPEG
Radiometric Infrared-Video
Streaming (Compressed) Over UVC, Wi-Fi
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